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Product Description 
 
Ultra High Molecular Polyethylene 
  Natural – Colour 
  Molecular Weight + 7 million g/mol 
 
General purpose UHMWPE suited to engineered applications 
where the unique properties excellent impact strength, wear and 
abrasion resistance are required. 
 

 
Delivery Program 
 
ROD   Diameters ranging from 10mm to 300mm 
 
SHEET   Thicknesses from 1mm to 160mm 
                 2000 x 1000 
                 3000 x 1000 
                 3000 x 2000 
                 6000 x 1000 
 
CUT TO SIZE 
 
CUSTOM PARTS 
 

Applications 
 

➢ Chute liners 
➢ Gears 
➢ Worm screws 
➢ Rollers 
➢ Electrical insulator 
➢ Freezer application        

 

POLYSTONE 7000 Product Information 

Properties 
 
Density                                                                  .93 
DIN 53479,  Units g/cm³ 

 
Crystalline Melting Range                             130-135  
Units °C 

 
Tensile Strength at Yield                                      ≥20 
DIN 53455,  Units N/mm²  

 
Tensile Strength at Break                                     ≥40 
DIN 53455,  Units N/mm² 

 
Elongation at Break                                            >350 
DIN 53455,  % 

 
Ball Indentation Hardness                                      38 
DIN 53456,  Units N/mm² 

 
Shore Hardness                                                     63 
DIN53505 

 
Notched Impact Strength                                    >100 

 
Abrasion Index                                                       90 
Sand – Slurry 

 
Coefficient of Linear Thermal Expansion           2.10-4 

K-1 

 
Dielectric Strength                                                900 
DIN 53481,  Units KV/mm (measured on 1mm thick material) 

 
Surface Resistivity                                              >1014 

 DIN 53482,  Units Ω  (measured on 1mm thick material) 

 
Volume Resistivity                                              >1016 

DIN 53481,  Units Ω cm  (measured on 1mm thick material) 

 
Minimum/maximum Service                         -260/+90  
Temperature in Air 
Units °C 
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