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   PR0PERTIES UNITS VALUE 

Density g/cm³ 1.15 

Water Absorption            after 24/96 h in water of 23° C % - 

  at saturation in air of 23° C / 50% RH % 2.2 

                at saturation in water of 23°C % 6.1 

THERMAL PRPOPERTIES   

Melting point °C 220 

Thermal Conductivity at 23°C W(K.m) .29 

Coefficient of linear thermal expansion:  
 

                                      Average value between 23 and 60°C m/(m.K) 75 x 10-6 

                                      Average value between 23 and 100°C m/(m.K) 90 x 10-6 

Deflection temperature under flexural load: method A: 1.8N/mm² °C 95 

Max allowable surface temperature in air:    

                                  Short periods, a few hrs at a low load       °C 180 

                                  Continuously: 5000/20000 hours °C 120/105 

Minimum service temperature °C -40 

Flammability:  ASTM (Oxygen index) % 25 

MECHANICAL PROPERTIES @ 23°C   

Tensile stress at yield                                       dry test specimen N/mm² 85 
                             Test specimens standard atmosphere 23°C/50% RH N/mm² 55 

Tensile strain at break                                      dry test specimen  % - 
                             Test specimens standard atmosphere 23°C/50% RH % - 

Tensile modulus of  elasticity                                dry test specimen N/mm² 3000 
                             Test specimens standard atmosphere 23°C/50% RH N/mm² 1800 

Compression test 1% offset yield strength       dry test specimen N/mm² 44 

Creep test in tension; stress to produce 1% strain in 1000 hrs N/mm² 22 
                             Test specimens standard atmosphere 23°C/50% RH N/mm² 10 

Impact strength – Charpy                                 dry test specimen kJ/m² No break 

Notched impact strength           Charpy            dry test specimen kJ/m² 5 
                             Test specimens standard atmosphere 23°C/50% RH kJ/m² 15 

                                                 - Izod                  dry test specimen kJ/m²: J/m 6 ; 60 
                             Test specimens standard atmosphere 23°C/50% RH kJ/m²: J/m 12 ; 120 

Ball indentation hardness H358/30 or H 961/30 N/mm² - 

Rockwell hardness  M85 

ELECTRICAL PROPERTIES   

Dielectric strength                                             dry test specimen kV/mm 25 
                             Test specimens standard atmosphere 23°C/50% RH   kV/mm 17 

Volume resistivity                                              dry test specimen Ohm.cm 1015 

                             Test specimens standard atmosphere 23°C/50% RH Ohm.cm 1013 

Surface resistivity                                                    dry test specimen Ohm 1015 

                             Test specimens standard atmosphere 23°C/50% RH Ohm 1013 

Dielectric constant:                 @ 50Hz             dry test specimen - 3.6 
                             Test specimens standard atmosphere 23°C/50% RH - 6.6 

                                                @ 1MHz            dry test specimen - 3.2 
                             Test specimens standard atmosphere 23°C/50% RH - 3.7 

Dissipation factor tan              @  50Hz            dry test specimen - 0.012 
                             Test specimens standard atmosphere 23°C/50% RH - 0.14 

                                                @ 1 MHz            dry test specimen - 0.016 
                             Test specimens standard atmosphere 23°C/50% RH - 0.05 

Resistance to racking                                             dry test specimen - CTI 600 
                             Test specimens standard atmosphere 23°C/50% RH - CTI 600 

 

 

 

NYLATRON®  MC901 
 
Polyamide 6 (nylon 6, PA 6G) 
 
 A tough, heat stabilised cast nylon 6 It Is easily 
distinguished from the other cast nylon products 
in the POLYPENCO range by its distinctive blue 
colour. NYLATRON® MC901 has better impact 
strength and fatigue resistance compared with 
other cast nylons in the range.  
 
It has proved an outstanding material for large 
gears, racks and pinions, successfully replacing 
phosphor bronze and cast iron in many 
applications. 
 
 
 
DELIVERY PROGRAMME 
 
Rod 1 m long 
               Diameter (mm):    50 (Min)   400 (Max) 
 
Square rod 1 m long     
              Size (mm):          100 (Min)   400 (Max)   
 
Plate - 1220mm wide x 2000mm long 
             Thickness (mm):  10 (Min)    50 (Max) 
 
Plate - 610mm wide x 1220mm long 
             Thickness (mm)     60(Min)     100 (Max) 

  
A range of tubes can also be supplied. of the 
same size range to that of Nylatron GSM.  
 
Quotations available upon request. 
 

 

 

NYLATRON®  MC901  Product Information 
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