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Physical Properties  
Ultimate Tensile Strength 
Test Method ASTM D1708  Units N/mm² Temp + 23°C 

24 - 36 

  

Elongation 
Test Method ASTM D 1708  Units %  Temp + 23°C 

300 - 400 

  

Compressive Modulus 
Test Method ASTM D695  Units N/mm²  Temp + 23T 

700 

  

Izod Impact 
Test Method ASTM D256  Units J/m Temp + 23°C 

160 

  

Hardness 
Test Method Shore D  Temp + 23°C 

57 

  

Permanent Deformation 
Test Method ASTM D621  Units %  Temp + 23°C 

15 

  

Linear Coefficient of Thermal Expansion 
Test method ASTM E831  Units X 10-6/°C Temp + 23°C + 100°C 

MD=125 
CD=129 

  

Thermal Conductivity 
Test Method ASTM C 177  Units W/(mK) Temp + 35°C 

0.24 

  

Dielectric Strength 
Test Method ASTM D 49  Units kV/mm Temp + 23°C 

59 

  

Surface Resistivity 
Test Method ASTM D25   Units Ω Temp + 23°C 

1017 

  

Flammability Flash Point 
Test Method ASM D1929  Units °C 

530 

  

Static Coefficient of Friction 
Test Method Polished Steel   Temp + 23°C 

0.05-0.08 

   

Chemical Resistance 
Temp + 200°C 

EXCELLENT 

  

Specific Gravity 
Test Method ASTM 1457   Temp + 23°C 

2,16 

   
   

   
Product Description 
TETRON S is the trade name of virgin polytetrafluorethylene 
(PTFE). Virgin PTFE contains no fillers and has almost 
universal chemical resistance. It has insulating capabilities 
and high dielectric properties.  
 
It's high temperature stability allows for continuous use at 
260°C. 
 
TETRON S has excellent low friction, non-stick and release 
properties. 
 
 

Applications 
O-Rings 
Envelope Gaskets 
Seals 
Bellows 
Linings (chemical) 
Valve Seats 
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